CONTENTS

Construction Labour Productivity as a Correlate of Project Performance: An Empirical Evidence for Wall Plastering Activity
Odesola, I.A. 1-10

Characteristics of Motorcycle Ownership and Use of University Students in Malaysian and Indonesian Cities
Putranto, L.S., Prasitjo, J., and Setyarini, N.P.S.E. 11-21

Characteristics of Bamboo Leaf Ash Blended Cement Paste and Mortar
Umoh, A.A. and Odesola, I. 18-23

The Characteristics of Asphalt Concrete Binder Course (AC-BC) Mixture with Bottom Ash as Aggregate Substitute
Sugiyanto, G., Harmawan, A., and Mulyono, B. 29-37

Simple Mechanical Beneficiation Method of Coarse Fly Ash with High LOI for Making HVFA Mortar
Antoni, Satrya, V., and Hardjito, D. 38-43

Analytical Approach to Predict Pre-Camber Deflection of the Pre-stressed Glulam Beams
Anshari, B. 44-49

Preliminary Report on the Effect of Pre-Boring on the Mobilized Friction Capacity of Pile Foundation Hydraulically Jacked into Expansive Soil
Budi, G.S. 50-53

A Discussion of Obser-View as a Method of Generating Data in the Construction Industry
Umeokafor, N. 54-58